An oil spill from a vessel is a critical maritime accident that can severely damage the environment. In this study; we utilize the basic construction of grey relational analysis to explore oil spill events statistics from 1974 to 2015 and successfully analyze the causes of incidents in 2016. The results illustrate that grey relational analysis effectively identifies the factors causing oil spills with an accuracy of over 96%. The research is aimed to reduce the marine accidents and predict the cause of oil spill in advance. The analysis is dealing with the incidents to approach the circumstance in various intensity of oil spill in the last 40 years. Moreover, an application of grey theory demonstrates accurate and reliable methodology to decision maker. Thus, the investigation can predict the causes of pollution from oil spill accidents in the future.
Introduction
Numerous countries have made great efforts towards ecological protection for many years. However, an unavoidable oil spill accident from an oil tanker is a critical event and harmful to the environment. Here, we investigate the causes of oil spills to analyze the related factors using grey theory. Among the worst accidents of oil spills from oil tankers was the Torrey Canyon incident that occurred in 1967 when the ship struck Pollard's Rock on the Seven Stones reef in the English Channel [1] [2] [3] . Consequently, the ship leaked approximately 119,000 tons of crude oil. Moreover, the Amoco Cadiz incident in 1978 led to a major oil spill near the coast of France, with a serious leakage of 223,000 tons of crude oil from the oil tanker [4] [5] [6] . Such incidents caused irreparable pollution of the ecological environment and are among the most unforgettable of marine events. In particular, the largest oil spill was from the Atlantic Empress oil tanker in an accident near the island of Tobago in the West Indies in 1979 [7] ; the Atlantic Empress leaked more than 287,000 tons of crude oil that caused major damage to the marine environment. Zafirakou et al. [8] utilized "multi-criteria analysis of different approaches to protect the marine and coastal environment from oil spills" to discuss the marine pollution caused by oil spill of oil tanker. Taking the responsibility from local authorities and the relevant unit in case of an oil spill accident, through a multi-criteria methodology.
The United Nations officially adopted the United Nations Convention on the Law of the Sea (UNCLOS) in 1982 [9] [10] [11] . Presently, 123 countries have accepted this constitution of the oceans. After UNCLOS included the concept of exclusive economic zones (EEZs), the signatories delimited their EEZs and limited the economic activities of other countries in their EEZs [12] [13] [14] . Furthermore, the European Union (EU) banned single-hull oil tankers from ocean shipping in 2000, modifying the International Convention for the Prevention of Pollution from Ships (MARPOL) [15, 16] . As a result, the regulation led to the effective abandonment of single-hull oil tankers. Since 2010, MARPOL has stipulated that single-hull oil tankers should no longer be used in shipping. Although some shipping companies have continued to use single-hull oil tankers, some countries have banned single-hull oil tankers from entering their territories, such as the United States, Europe, Singapore, South Korea, and China. Meanwhile, extreme weather has frequently increased the intensity of tropical storms such as typhoons, hurricanes, and cyclones [17] [18] [19] . Therefore, maritime incidents remain a high risk for all ships at sea, without exception. Overall, 50% of shipping accidents have been caused by adverse weather [20] [21] [22] [23] .
The paper utilizes grey theory to examine the oil spills from oil tankers based on data from the International Tanker Owners Pollution Federation Ltd. (ITOPF) and investigates the incidence of oil spills using the information, as shown in Table 1 [24] . 
Methodology
Grey theory is one of numerous applications for forecasting problems. The method is a model construction of grey relational analysis when the system is unclear and the information is incomplete. Grey relational analysis is effective in dealing with the cause of a problem in circumstances of uncertainty, multiple inputs, discrete data, and incomplete data [25, 26] . In this study, the data on oil spills between 1974 and 2015 were analyzed. Based on the original data, a grey differential equation model was used. The investigation of grey relational analysis is based on the GM (1, 1) model. The method for existing data is actually to find out the dynamic behavior of each element in series.
GM (1, 1) indicates a first-order differential equation. The input variable is the one used for prediction of the problem. GM (1, N) indicates a first-order differential equation, where the number of input variables is N, as generally used in analysis of a multivariate problem. GM (0, N) is a special case of GM (1, N), which means a zero-order differential equation with N input variables, which is used for multivariate analysis. In short, our task utilizes the form of GM (1, 1) to investigate the grey grade. The original data are standardized, and the maximum value in the sequence is used as a reference value. All values are between 0 and 1 and can be compared with one another. However, dispersed information cannot be used for comparison. Thus, the averaged value of the grey relational factors for various times must be calculated to indicate the relationship between the comparative sequences [27] [28] [29] .
First, the task establishes an original sequence, then an optimal value is selected, and normalized original sequence is as denominator that divides into standard sequences. After that, we acquire an equal weight model and compute the maximal and minimal values among the sequences. Then, we calculate the relational factors to determine the relational order. The equal weight model is set as given in Equation (1) [25] below.
x i (k) means the ith compared series and x 0 (k) is the reference series. ∆ 0i means the absolute difference between the reference series and compared series. The relational factor is set as in Equation (2) below [25] . Typically, ξ is a distinguishing factor which is set to be 0.5 [25] . In general, the value of x 0 (k) is assumed to be the same as x i (k), and the result of the grey relational grade will be set to one, i.e., both series are seen to be highly related. Equation (3) expresses the relational grade, in which β K denotes a weight factor. Finally, the grey relational order in Equation (4) is determined [25] .
A continuous sequence in GM (1, 1) is expressed as Equation (5) [25, 30] , in which, x (0) (k) denotes the kth element in series x. The superscript (0) means the series is the original series. Equation (6) is a mean sequence.
In addition, we calculate the a of the development coefficient and the b of the grey active capacity based on the least squares method, where the parameters for a and b are as given in Equations (7) and (8), respectively [25, 30] .
The grey differential equation is in Equation (9) and the solution is in Equation (10) below.
where k represents the grey prediction step. Then, we utilize the solution of a GM (1, 1) in Equation (11) to obtain the investigated value, as below [25, 30] .
Example for statistical analysis of oil spills of less than 7 tons from 1974 to 2012 is tabulated in the Appendix A.
Results and Discussion
The experiment utilizes the grey theory to explore oil tanker pollution events caused by various factors from 1974 to 2015 and successfully investigates the causes of events in 2016. Statistical data sourced from the International Tanker Owners Pollution Federation Ltd. is analyzed using grey relational analysis in the process. According to this data, seven types of events cause oil spills from vessels, including collision, grounding, hull failure, equipment failure, fire and explosion, other, and unknown. For historical reasons, spills are generally categorized by size [24] , as less than 7 tons (50 barrels), between 7 tons (50 barrels) and 700 tons (5000 barrels), or more than 700 tons (5000 barrels). The details are specified in Table 2 . 
Analysis of Tanker Oil Spills of Less than 7 Tons
On the basis of the statistical data provided by ITOPF [24] , we explored oil tanker pollution caused by four factors (i.e., loading/unloading, bunkering, other, and unknown). Possible events in each factor are specified as follows: Collision, grounding, hull failure, equipment failure, fire/explosion, other reasons, and unknown reasons. Table 3 shows the related data. The colored bars indicate the quantities from 1974 to 2015. Table 3 . Statistics on oil spills of less than 7 tons from 2012 to 2015.
* Other: Unlisted reasons (e.g., illegal waste oil discharge). ** Unknown: Unknown reasons (e.g., ship sinking). Table 4 shows the result of grey relational analysis and the ranking of oil spills of less than 7 tons using Equation (4). Among the seven types of events (collision, grounding, hull failure, equipment failure, fire or explosion, others, and unknown reasons), oil spills of less than 7 tons occurred mainly for 'other' reasons (i.e., unlisted reasons such as illegal waste oil discharge), as indicated in italic type in the table. A high relational factor indicates a high relational grade. Table 5 tabulates the error of the calculation according to the grey relational analysis of Equation (11) . For oil spills of less than 7 tons, our investigation indicated that 190 collision events, 240 grounding events, 578 hull failure events, 1698 equipment failure events, 175 fire or explosion events, 1817 other events, and 3193 unknown events would occur in 2016, round off after the decimal. By comparing the investigative and actual values, we found that the estimated error was between 0 and 0.09%. The estimated error for collision events was the largest 0.09%. The investigative values are therefore highly accurate and reliable and can serve as a reference for related units to prevent and respond to oil spill events. Table 4 shows the result of grey relational analysis and the ranking of oil spills of less than 7 tons using Equation (4). Among the seven types of events (collision, grounding, hull failure, equipment failure, fire or explosion, others, and unknown reasons), oil spills of less than 7 tons occurred mainly for 'other' reasons (i.e., unlisted reasons such as illegal waste oil discharge), as indicated in italic type in the table. A high relational factor indicates a high relational grade. Table 5 tabulates the error of the calculation according to the grey relational analysis of Equation (11) . For oil spills of less than 7 tons, our investigation indicated that 190 collision events, 240 grounding events, 578 hull failure events, 1698 equipment failure events, 175 fire or explosion events, 1817 other events, and 3193 unknown events would occur in 2016, round off after the decimal. By comparing the investigative and actual values, we found that the estimated error was between 0 and 0.09%. The estimated error for collision events was the largest 0.09%. The investigative values are therefore highly accurate and reliable and can serve as a reference for related units to prevent and respond to oil spill events. 
Analysis of Tanker Oil Spills of 7-700 Tons
On the basis of the statistical data quoted by ITOPF [24] , we next investigated oil spills of between 7 and 700 tons. Table 6 shows the related annual data. As shown in Table 7 , the oil spill events of between 7 and 700 tons are mainly caused by collisions and other events. Equipment failure is the third cause. Whether a ship collision or equipment failure occurs, the crew must take emergency action to prevent an oil spill and reduce the disaster. * Other: Unlisted reasons (e.g., illegal waste oil discharge). ** Unknown: Unknown reasons (e.g., ship sinking). According to grey modelling, the expected frequencies of future events can be investigated. Table 7 shows the result of grey relational analysis and the ranking of oil spills of between 7 and 700 tons using Equation (4) . Table 8 indicates the results of oil spills of 7-700 tons from 1974 to 2016, where the numbers of collision events, grounding events, hull failure events, equipment failure events, fire or explosion events, other events, and unknown events in 2016 are 364, 270, 102, 209, 48, 177, and 205, respectively, round off after the decimal. By comparing the investigative and actual values, we found that the estimated error is between 0 and 0.64%; the estimated error for hull failure events is the largest 0.64%. This is because of equipment failure related to the main engine, auxiliary machines, and generators. For example, De Xiang Taipei lost power and was grounded because of equipment failure; it then broke into two parts, damaging its fuel tank, which resulted in an oil spill and caused severe pollution [31] . According to the results, the estimated grades are highly accurate and reliable, and the estimated error is only 0.64%. 
Analysis of Tanker Oil Spills Greater than 700 tons
On the basis of the statistical data quoted by ITOPF [24] oil spills of more than 700 tons are detailed in Table 9 . Table 9 . Statistics for oil spills over 700 tons from 2012 to 2015. Table 9 . Statistics for oil spills over 700 tons from 2012 to 2015.
* Other: Unlisted reasons (e.g., illegal waste oil discharge). ** Unknown: Unknown reasons (e.g., ship sinking).
Among the seven types of oil spill events in Table 10 , oil spills greater than 700 tons were mainly caused by collisions. Table 11 tabulates the numbers of collision events, grounding events, hull failure events, equipment failure events, fire or explosion events, other events, and unknown events in 2016, which are analyzed to be 137, 151, 60, 18, 52, 31, and 13, respectively, round off after the decimal. By comparing the estimated and actual values, the estimated error is between 0 and 3.43%; the estimated error for 'other' events is the largest 3.43%. The estimated grade is highly accurate and reliable. Among the seven types of oil spill events in Table 10 , oil spills greater than 700 tons were mainly caused by collisions. Table 11 tabulates the numbers of collision events, grounding events, hull failure events, equipment failure events, fire or explosion events, other events, and unknown events in 2016, which are analyzed to be 137, 151, 60, 18, 52, 31, and 13, respectively, round off after the decimal. By comparing the estimated and actual values, the estimated error is between 0 and 3.43%; the estimated error for 'other' events is the largest 3.43%. The estimated grade is highly accurate and reliable. The next task is to carry out grey relational analysis to identify the development trend based on the closeness of the curve shapes of pairs of factor sequences. If two factors present a consistent development trend during their systematic development, then they are highly correlated with each other; otherwise, the two factors are insignificantly correlated with each other. Therefore, grey relational analysis is suitable for forecasting the causes of oil tanker spills.
Grey relational analysis was applied on oil spills of less than 7 tons, between 7 and 700 tons, and more than 700 tons. The result shows that the investigative accuracy reached 96%. 
Discussion and Summary
Grey theory was applied for the investigation of three types of oil spill events, as shown in Table 5 , Table 8 , and Table 11 . The details are as follows:
(1) For oil spills of less than 7 tons, the largest difference between the investigative and true values was for collision events and the error of the investigative value was 0.09% compared with the true value, as shown in Table 5 from 1974 to 2016. (2) For oil spills of between 7 and 700 tons, the largest difference between the investigative and true values was for hull failure events and the error of the investigative value was 0.64% compared with the true value, as shown in Table 8 from 1974 to 2016. (3) For oil spills of more than 700 tons, the largest difference between the investigative and true values was 'other' events and the error of the investigative value was 3.43% compared with the true value, as shown in Table 11 from 1974 to 2016.
In the present study, the experiment was able to identify the factors causing oil spill events and to assess the relationships between various factors. We ranked the factors to determine their relationships; in addition, based on the influences of the grey relations, we found that the differences between the true values and investigative values were all less than 3.43%. Consequently, the investigation is highly accurate. The paper utilized one deals with the low volume incidents to approach the accident analysis of oil spill. The verification is quite satisfying to verify the cause of oil spill for oil tanker that started from 1974 to 2015 in the past. Therefore, a simple application of grey theory can be fast tool and reliable strategy to decision maker whom prevent the oil spill from the ocean in future.
Conclusions
An empirical study was performed using grey theory for statistical analysis of oil spill data from ITOPF from 1974 to 2015 and for an investigation of the distribution of events in 2016. The results are very consistent, with an accuracy that is greater than 96% and the error is within 3.43%. Oil spill events of less than 7 tons are mainly caused by 'other' factors, while those of between 7 and 700 tons and of more than 700 tons are mainly caused by collisions. The result of the research is a significant benchmark of relevance to multiple ship types, cargo types, and ship structures concerning the various types of oil spill events and can contribute to formulating policies for preventing marine pollution. In the marine environment, oil exploration and mining activities as well as commercial shipping activities are at risk of causing oil pollution. Thus, an adequate management is required to prevent and respond to oil spill events. 
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